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AMIRA Live - Setup for the Manual only ....

Switcher

1820 12G Amira Live FCA 
K2.0039137
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Remote 
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Panel 
(RCP)

SMPTE-311/ 
Lemo Cable*

1830-X Control Pod 
(XLR5S Connector)
K2.0016149

1810 HR30 6pin to 5pin XLR 
Headset Cable, K2.0013646
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Intercom Systemor

POE Injector

1810 Sony RCP to DTS1810 Cable 
K2.0013653

or

Pod

1810U-12G SL - 1U Fibre 
Base Station, K2.0022568

1810 1U FBS Cable Set K2.0022570 
(includes 2 cables: intercom & tally)

1810 1U FBS Cable Set K2.022570 
(includes 2 cables: intercom & tally)

or

D-SUB

AMIRA LIVE Camera Set 
K0.0039136

PL LDS 
Lens Mount 
K2.0001107

B4  
Lens Mount
K2.0001237

EF 
Lens Mount
K2.0001103

AMIRA Viewfinder MVF-1 
K2.75004.0

Camera Control Panel 
CCP-1, K2.0008151

AMIRA Viewfinder Cable 
Short 0.5m/1.6f feet
K2.0007750

ALEXA Mini to MVF-1 Cable 
0,75m/29in, K2.0008135

Multicam Monitor bundle VMM-1 & MYS-1, K0.0039106
includes:
K2.0023813 1x VMM-1 Viewfinder Monitor Multicam
K2.0037636 1x Monitor Yoke Support MYS-1

ALEXA Mini to CCP-1 
Cable 0,5m/19in, 
K2.0009337

AMIRA Viewfinder Cable 
Short 0.5m/1.6f feet
K2.0007750

or or

Bridge Plate Adapter 
BPA-3, K2.75006.0

Quick Release Plate  
QRP-1, K2.0000399

Fiber D-SUB

Wedge Plate Adapter  
WPA-1, K2.75000.0

Tripod

SDI SDI XLR XLR 

Mounting Bracket for 1830-X 
Control Pod, K2.0021324

Standard BNC
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XLR 

XLR 
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Skaarhoj RCP Pro 
ARRI V2B, 
K2.0044481


