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ALEXA M Head

UDM Display Unit
K2.65131.0 UDM Sensor Unit
K2.65130.0 CLM-4 U @
or mixed
UMC to RS Cable
ktk KC-98-S, K2.65014.0
i Universal Motor CLM-3
Controller, UMC-3A or mixed
E K2.65000.W
(White Radio)
i E | CLM-2

Cable UDM-Sensor Cable UDM-UMC-3A (1,5m/5ft)
(1,5m/5ft) K2.65144.0 (yellow cable)

K4.65655.0 (blue with Software packet UMC3_04C

cable) or later @
connects UDM Sensor
and UDM Display m

UMC Connection Cable
K-UMC3-ALEXA

Zoom K2.65239.0
8 |
LC-Z1-S LCS cable 3,5m (11ft), FOCUS
K4.41395.0 Bl
LC-M1-Sp-S LCS spiral cable, Ris lBJMC-3[¢1E0 Anton
K4.41397.0 ‘ Kglg; 87- 0ap
LC-E1 LCS cable drum extension il ] ’ ’

75m (250ft), use with LC-Z1-S,

K2.41389.0 "l
u

|l

Wireless Compact Unit
WCU-4, K2.72103.0

@ W ARRI power cables UMC-3A

K2.65214.0 UMC-3A PSC

K2.65186.0 UMC-3A/ CAM / RED - PSC
K2.65204.0 UMC-3A - Video (Hirose 12p) - PSC
(Y-cable)

K2.65205.0 UMC-3A - SONY F35 - PSC (Y-cable)

-

LC-Z1-S LCS cable 3,5m (11ft),

K4.41395.0 ; (
Yy . K2.65235.0 UMC-3A - Video-RS - PSC (Y-cable)
:22 Ifggﬁ‘(’) S LCS spiral cable, T K2.65270.0 UMC-3A - IF for Epic - PSC (0,7 m)
A : Cable ZMU-3 - LCS (0,258m/0,8ft) K2.65215.0 UMC-3A PSC RS232 Update Cable
LC-E1 LCS cable drum extension KC 129-S, K2.65159.0 K2.0000321 UMC-3A - Sony F5/F55

75m (250ft), use with LC-Z1-S,

K2.41389.0 Cable ZMU-3 - LCS (0,8m/2.6ft)

KC 92-S, K2.65009.0

Cable ZMU-3 - LCS (10m/33ft)
KC 93-S, K2.65010.0

Cable ZMU-3 - LCS (30m/100ft)

KC 112-S, K2.65059.0 E
= ARRI PSC power supply cable
Il Il I (M0 ARRIPSC cables (for power)
K2.65206.0 PSC-XLR3 1,5m/5ft 1,5m/5ft 24volts battery
K2.65207.0 PSC-XLR4 1,5m/5ft 1,5m/5ft 12volts battery
il i K2.65208.0 PSC-DTAP 0,6m/2ft 0,6m/2ft Anton Bauer D-Tap socket
K2.65226.0 ) K2.65209.0 PSC-HI12 0,6m/2ft 0,6m/2ft Hirose 12pin socket
Il ALEXA Pl - CLM-2/3/4 motor control via ZMU-3A (1m/3ft) K2.65210.0 PSC-FI11  0,6m/2ft 0,6m/2ft ARRIFLEX 435, SONY F23/F35
a us versions Wireless Zoom Extensi- z Main Unit. ZMU-3A Power supply through ARRI PSC* system connector K2.65211.0 PSC-RS 0,6m/2ft 0,6m/2ft ARRI RS socket
on WZE-3 (without Battery) K(Z)osrgoosax nit, - Camera Run function with ALEXA, 235, all 435, 535, K2.65212.0 PSC-FI2 0,6m/2ft 1,5m/5ft ARRI OBB-2 battery
K2.65150.W - (White Radio) ' ' 16SRIIl, ARRICAM _ o K2.65213.0 PSC-LCS  0,6m/2ft 0,6m/2ft ARRI LCS bus
for wireless connection between Replaces: KC 91-S & KC 117-S in combination with the

ZMU-3A and UMC-3A appropriate PSC*power supply cable K2.65237.0 PSC-RED 0,6m/2ft 0,6m/2ft RED-Camera REC Function




