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m ALEXA Mini / ALEXA Mini LF with OCU-1
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any lens motor:
cforce mini, cforce plus or
cforce mini RF (RF only in client mode)
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all LBUS cables

built-in white-coded
radio module (EMIP)
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Power Source

PL LBUS Mount

Cable LBUS - D-Tap

(0.8m/2.6ft), K2.0006758 '
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Cable CAM (7p) -
LBUS (0.3m/1ft),
(0.3m/1ft), K2.0025027

Operator Control Unit OCU-1
Basic Set, 2.0020002

Hi-5 Hand Unit Body Set, KK.0039973
and

RF-EMIP Radio Module 2400 MHz DSSS

K2.0033702 (white)

 ALEXA Mini/ ALEXA Mini LF
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built-in white-coded
radio module (EMIP)

= PL LBUS Mount
L]

and

K2.0033702 (white)

K

Hi-5 Hand Unit Body Set, KK.0039973

RF-EMIP Radio Module 2400 MHz DSSS

any lens motor:
cforce mini, cforce plus or
cforce mini RF (RF only in client mode)
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Cable CAM (7p) -
D-Tap (0.5m/1.6ft)
K2.0018813
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External
Power
Source

all LBUS cables

Single Axis Unit, SXU-1
K2.0000071

and / or

Cable CAM (7p) - EXT (6p)
(0.6m/2ft), K2.015756
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Radio Interface Adapter RIA-1
K2.0036186 (Host)

built-in white-coded
radio module (EMIP)

any lens motor:
cforce mini, cforce plus or
cforce mini RF (RF only in client mode)
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only same type of PL LBUS Mount

Radio Modules in Hi-5
and RIA-1 correspond
with each other

E all LBUS cables

LBUS cable
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-~ Cable LCS (5p) - LBUS (0.8m/2.6ft),
® K2.0025027
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LBUS - LBUS cable Single Axis Unit, SXU-1

K2.0000071

RIA-1 (Client) Wireless Compact Unit WCU-4

K2.72103.0, discontinued
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L4 Cable UDM - SERIAL (4p)

(0.8m/2.6ft)K2.0041172

Cable CAM (7p) - EXT (6p)
(0.6m/2ft), K2.015756

o )

Cable LBUS -
D-Tap (0.8m/2.6ft),
K2.0006758

or Cine RT

radio module (EM

Radio Interface
Adapter RIA-1
K2.0036186

only same type of Radio
Modules in Hi-5 and RIA-1
correspond with each other

only same type o
and RIA-1 correspond with each other
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Ultrasonic Distance Measure
UDM-1 Set, K0.60055.0

built-in white-coded

* optional LBUS required to inject lens metadata from non
LDS or /i lenses into the camera

When optional LBUS is connected:

1) In Hi-5 Lens Menu, set Data Source to Camera (not Controller)
2) Transfer lens file

3) Ensure correct settings of motor directions

4) Calibrate motors (camera and RIA-1 must be turened on)

any lens motor:
cforce mini, cforce plus or
cforce mini RF (RF only in client mode)
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all LBUS cables

LBUS cable

f Radio Modules in Hi-5

© 2024 Arnold & Richter Cine Technik GmbH & Co. Betriebs KG. All rights reserved. This material is provided “as is” for information purposes only without any warranty. ARRI assumes no responsibility with regard to the performance or use of the products or typographical errors or inaccuracies of given information. Product specifications are subject to change without notice. For a full listing of all available components consult the price list.



https://www.arri.com/en/camera-systems/cine-lenses/lens-mounts-and-adapters/list-of-lens-mounts-adapters
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-K2.0036186
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/cforce-mini-rf
https://www.arri.com/en/camera-systems/electronic-control-system/wcu-4
https://www.arri.com/en/camera-systems/electronic-control-system/sxu-1
https://www.arri.com/en/camera-systems/cine-lenses/lens-mounts-and-adapters/list-of-lens-mounts-adapters
https://www.arri.com/en/camera-systems/electronic-control-system/ocu-1#product-K2.0006758
https://www.arri.com/en/camera-systems/electronic-control-system/ocu-1
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-KK.0039973
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-K2.0033702
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/cforce-mini-rf
https://www.arri.com/en/camera-systems/cine-lenses/lens-mounts-and-adapters/list-of-lens-mounts-adapters
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-KK.0039973
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-K2.0033702
https://www.arri.com/en/camera-systems/electronic-control-system/sxu-1
https://www.arri.com/en/camera-systems/cine-lenses/lens-mounts-and-adapters/list-of-lens-mounts-adapters
https://www.arri.com/en/camera-systems/electronic-control-system/udm-1
https://www.arri.com/en/camera-systems/electronic-control-system/hi-5/hi-5-ecosystem-products#product-K2.0036186
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/cforce-mini-rf
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/lens-motors-and-lens-data-encoder
https://www.arri.com/en/camera-systems/electronic-control-system/lens-motors-and-lds-accessories/cforce-mini-rf
https://www.arri.com/en/camera-systems/electronic-control-system/ocu-1#product-K2.0006758

