ALEXA Plus / Studio - Cine Style Lens

- LCS to LBUS, K2.0007318
- 3x CLM (same or mixed)

Operator Control Unit OCU-1 Basic Set, K2.0020002
no override function available - only with cforce mini RF motor

LBUS Cables

- angled
- straight

LBUS cables need to be ordered separately

- Cable LBUS (straight) to LBUS (straight) Length: 0.2m/8", K2.0006740
- Cable LBUS (straight) to LBUS (straight) Length: 0.3m/1ft, K2.0006760
- Cable LBUS (straight) to LBUS (straight) Length: 0.5m/1.5ft, K2.0006751
- Cable LBUS (straight) to LBUS (straight) Length: 0.8m/2.5ft, K2.0006752
- Cable LBUS (straight) to LBUS (straight) Length: 1.5m/5ft, K2.0006753
- Cable LBUS (straight) to LBUS (straight) Length: 3m/10ft, K2.0006754
- Cable LBUS (straight) to LBUS (straight) Length: 6m/20ft, K2.0006755
- Cable LBUS (straight) to LBUS (straight) Length: 15m/49ft, K2.0006756
- Cable LBUS (straight) to LCS: K2.0007318
- Cable LBUS (angled) to LBUS (angled) Length: 0.2m/8", K2.0012785
- Cable LBUS (angled) to LBUS (angled) Length: 0.6m/2ft, K2.0013040
- Cable LBUS (angled) to LBUS (angled) Length: 0.8m/2.6ft, K2.0012630
- Cable LBUS Star (0.2m/8in), K2.0023823

Accessories

- OCU-1 Rosette Bracket, K2.0020003
- cforce mini Clamp Console 2, K2.0046610 compatible with OCU-1
- Extension Spacer 50mm, K2.0015619

ALEXA LF - Cine Style Lens

- LCS to LBUS, K2.0007318
- all LBUS cables
- Wireless Compact Unit WCU-4, K2.72103.0 (with ALEXA Remote Licence)

Operator Control Unit OCU-1 Basic Set, K2.0020002
only with SUB 4 or higher

- Cable CAM (7p) – LBUS (0.5m/1.6ft), K2.0016790
- cforce mini Basic Set 2, K0.0040344
- cforce plus (Basic Set), K0.0010103
- cforce mini RF Basic Set 2, K0.0040345

ALEXA EV - Cine Style Lens

- Cable CAM (7p) – EXT (16p) (0.8m/2.6ft), K2.0016795
- all LBUS cables
- Wireless Compact Unit WCU-4, K2.72103.0 (with ALEXA Remote Licence)

Operator Control Unit OCU-1 Basic Set, K2.0020002
only with SUB 4 or higher

- cforce mini Basic Set 2, K0.0040344
- cforce plus (Basic Set), K0.0010103
- cforce mini RF Basic Set 2, K0.0040345
(only in client mode)