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UMC-3*/3A Sample Confi guration - previous generation

UMC-3/3A Sample Confi gurations

Confi guration: Wireless control of focus, iris and zoom via UMC-3*/3A and WMU-3. 
KC-97-S connects CAM socket on UMC-3*/3A to REMOTE socket on ARRIFLEX 235 
or 416. Functions: RUN/STOP trigger, RUN indication, ASYNC indication, camera 
remote control with WRC-2. KC 98-S connects CAM socket on UMC-3*/3A to RS 
socket on ARRI cameras. Functions: RUN/STOP trigger, RUN indication, ASYNC 
indication.
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Confi guration: wireless control of focus, iris and zoom via UMC-3*/3A and 
WMU-3. The cameras are connected via KC-99-S, therefore the confi guration 
allows RUN/STOP function. A Lens Data Display for Focus Puller (LDD-FP) is 
connected to the UMC-3*/3A. Via Lens Data Archive you have all Lens Data 
Display funtions. 
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Confi guration: Wireless control of focus, iris and zoom via UMC-3*/3A 
and WMU-3. The lens data information are transmitted via the KC-96-S 
cable from the Cooke Lens. The Moviecam camera is connected via KC-
103-S cable. This confi guration also has RUN/STOP function.
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Confi guration: wireless control of focus, iris and zoom via UMC-3*/3A and 
WMU-3. The cameras are connected via KC-99-S, therefore the confi guration 
allows RUN/STOP function. A Lens Data Display for Focus Puller (LDD-FP) is 
connected to the UMC-3*/3A. Via Lens Data Archive you have all Lens Data 
Display funtions. 
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Confi guration: Wired zoom control va ZMU-3*/3A and cable KC-92-S. This very simple 
confguration allows zoom control on every camera that can be connected to the UMC-
3*/3A. KC-97-S connects CAM socket on UMC-3*/3A to REMOTE socket on ARRIFLEX 
235 or 416. Functions: RUN/STOP trigger, RUN indication, ASYNC indication, camera 
remote control with WRC-2. KC 98-S connects CAM socket on UMC-3*/3A to RS socket 
on ARRI cameras. Functions: RUN/STOP trigger, RUN indication, ASYNC indication.
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CLM-2 (Focus & Iris) 
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3D only with UMC-3A
Master: use Chanel 0 till 7
Slave: use Chanel 8
Off: use Chanel 9

* UMC-3 & ZMU-3 
   discontinued item
   upgrade to 
   UMC-3A & ZMU-3A 
   available/possible 

**Not sold by ARRI   
 anymore

UMC-3*/3A
Caution: make sure Receiver and Con-
troller have compatible Radio Module 
Currently: White Radio Module


